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EPS-RHZ I fan 4 FI N

EPS-RH SERIES NAMING CONVENTIONS

DIVERSIFIED APPLICATION SCENARIOS
= . EPS-RH-17-100-C-B-S
g Hine T3 & & 8dd

(D) mEBIR: EPS

Brand Name E-Efficency P-Precision S-Smart

RHEERRFIE: —EREA

RH Stands For The Series Name: Integrated Harmonic Actuator

KBS FIaN: 14/17/20/25/32%
Harmonic Model e.g: 14/17/20/25/32 etc

BIEEE 1:100
Reduction ratio 1:100

@{EH= C:CANBUS
Communication C: CAN BUS

N: Rigi|@g B: 1@\
N: Without Brake B: with Brake

@ S: BRfEEE D: WomiLR
S: Single encoder D: Dual encoder

© © ® 0 ©

)70 For example

RS EPS-RH-20-100-C-N-S
88 EPS: mhEZ

RH: hzERER
20: EKES

100: ERURIEREE100:1
C: CAN bus &5
N: SN

S: BRI

Model EPS-RH-20-100-C-N-S

[llustrate EPS: Brand Name
RH:  Hollow harmonic module
20: Harmonic model
100: Harmonic gear ratio 100:1
C: Communication C: CAN BUS
N: Without Brake
S: Single Encoder

Suzhou Micro Actuator Technology Co., Ltd. M B-17/18
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#7552 Series Name f »
EPS-RH

EBHLEFR Motor Simplified Name

RH-14

- iy e g R

4
84375 28 Single Encoder + CAN BUS
B %528 Off Axis Encoder
Bl & Actuator Full Name ¥ 1@/3E 3 8 With Brake/Without Brake #7858 Encoder
EPS-RH-14-100-C-N-S N (without brake) Single Encoder

* 1. FEm BN O] T HEE S A8, The standard motor can support both brake or without brake.
* 2 AREMBYLZER/KINEE, WMEIPSHEITEREIELZRIHE, The standard motor no IP protection. If need IP54 please contact salesman before order.
* 3. fREMBEHRZHFCAN BUS, The standard motor only support CAN BUS communication.

I R~ %% B Installation Drawing

EPS-RH-14-**-C-N

4-M3
8x »34V9

28 &8 ﬂ EE

So| oo S9

(=) (=] [ %

N ®

s o St 30°

10 36.5
67

7, Gl el

www.myactuator.com PN MYACTUATORT®

Professional - Reliable - Innovative

I Fﬁ:%ﬁ Product Parameters

2% Parameters BA{ Unit RH-14
RIELE Gear ratio — 100
I EJE Input Voltage v 48
% No Load Speed RPM 30
#5837 No Load Current A 0.9
£ #% % Rated Speed RPM 25
FEH4E Rated Torque N.m 11

£ E N Rated Power w 100
BN XE BB/t Rated Current A 6.5
IE{EH%E Peak Torque N.m 28
I&{E 837 Peak Current A 16.25
R B EE Back-EMF Constant Vdc/Krpm 1.39
H4EE% Torque Constant N.m/A 0.02
#58H Phase Resistance Q 0.9
# H &% Phase Inductance mH 0.4
R33EL Pole Pair - 10
£ 753 3 Phase Connection — \
k8 Backlash Arcsec <20
YRS 28 XA [ Encoder Type&interface - ABS-17bit
FEE ENHEE Repeat Position Accuracy Degree <0.01
1B{575 = Communication = CAN BUS
& & Weight (N) Kg 0.71
E =2 Weight (B) Kg /
#2% 4% Insulation grade - F

*EUEHBENIRSGE: ENREERK24E (TEMBASX) T, AOEHETHETUE, BNAEEEFT0ERMETREREFE, of
KB B TERAZ B SUEREE,
* Rated torque test When the ambient temperature is 24 degrees Celsius (no other heat dissipation methods), the test is performed at
method: the rated speed. The motor torque reaches temperature balance under the condition of a temperature rise of 60
degrees Celsius, and the long-term working point is the rated torque value of the motor.
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#5152 Series Name
EPS-RH

EBHLEFR Motor Simplified Name

RH-17

#4558 Single Encoder + CAN BUS

B3 #R528 Off Axis Encoder
B S Actuator Full Name i3 /9E4 18 With Brake/Without Brake 471528 Encoder
EPS-RH-17-100-C-N-S N (without brake) Single Encoder
EPS-RH-17-100-C-B-S B (with brake) Single Encoder

* . AR B B XA E e R#1E, The standard motor can support both brake or without brake.
* 2 FREMBYLRERKINEE, WMFEIPS4EITERIBLZRIHE, The standard motor no IP protection. If need IP54 please contact salesman before order.
* 3. FE MR B A ZIFCAN BUS, The standard motor only support CAN BUS communication.

I R~%& % B Installation Drawing
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I Fﬁ:%ﬁ Product Parameters

BUIELEL Gear ratio — 100
HMAEE Input Voltage v 48
2% No Load Speed RPM 30
#5837 No Load Current A 1.45
FEHEIE Rated Speed RPM 25
FEHE Rated Torque N.m 35
EUEINE Rated Power w 180
ZE R Rated Current A 9
I&{E4H%E Peak Torque N.m 54
I&{E 3% Peak Current A 13.86
R B E % Back-EMF Constant Vdc/Krpm 2.79
HAEE%L Torque Constant N.m/A 0.04
£ B FH Phase Resistance 0 0.77
£ B& Phase Inductance mH 0.38
R3$£4 Pole Pair - 10
#E£& A = 3 Phase Connection = Y

& B Backlash Arcsec <20
RS 28 XA K Encoder Type&interface = ABS-17bit
EE BN E Repeat Position Accuracy Degree <0.01
#f57 0 Communication = CAN BUS
E 2 Weight (N) Kg 1.1
FE Weight (B) Kg 195
#8455 45 Insulation grade - E

*EUEHBENIRSGE: ENREERK24E (TEMBASX) T, AOEHETHETUE, BNAEEEFT0ERMETREREFE, of
KB B TER A Z B SUEREE,
* Rated torque test When the ambient temperature is 24 degrees Celsius (no other heat dissipation methods), the test is performed at
method: the rated speed. The motor torque reaches temperature balance under the condition of a temperature rise of 60
degrees Celsius, and the long-term working point is the rated torque value of the motor.

Suzhou Micro Actuator Technology Co., Ltd. //M B-21/22
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#7514 Series Name f ’ 1'!
EPS-RH

EBHLEFR Motor Simplified Name

RH-20

#4558 Single Encoder + CAN BUS

B3 #R528 Off Axis Encoder
BS Actuator Full Name 16 )%/3E3018 With Brake/Without Brake #%f528 Encoder
EPS-RH-20-100-C-N-S N (without brake) Single Encoder
EPS-RH-20-100-C-B-S B (with brake) Single Encoder

* 1. ARERBYTSZFEESREE, The standard motor can support both brake or without brake.
* 2 FEREBAREMKINEE, MEIPSHEITEHIELZRIHE, The standard motor no IP protection. If need IP54 please contact salesman before order.
* 3. FE MR B A ZIFCAN BUS, The standard motor only support CAN BUS communication.

I R~%& % B Installation Drawing
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I Fﬁ:%ﬁ Product Parameters

RIELE Gear ratio - 100
N EJE Input Voltage % 48
2 #% No Load Speed RPM 30
ZR# 837 No Load Current A 2.59
i E#% % Rated Speed RPM 25
B 44E Rated Torque N.m 50
EUEINE Rated Power w 250
ZE B Rated Current A 13
I&{E4H%E Peak Torque N.m 80
I&{E 837 Peak Current A 20.8
R B E % Back-EMF Constant Vdc/Krpm 2.79
HEE%L Torque Constant N.m/A 0.04
£ B FH Phase Resistance Q 0.38
£% B/ Phase Inductance mH 0.33
H33EL Pole Pair - 10
#4773 3 Phase Connection = Y
ks Backlash Arcsec <20
828 B I O Encoder Type&interface - ABS-17bit
EE ENIFEE Repeat Position Accuracy Degree <0.01
1B Communication = CAN BUS
E= Weight (N) Kg 1.45
&= Weight (B) Kg 1.6
#8455 45 Insulation grade — F

*EUEHBENIRSGE: ENREERK24E (TEMBASX) T, AOEHETHETUE, BNAEEEFT0ERMETREREFE, of
KB B TER A Z B SUEREE,
* Rated torque test When the ambient temperature is 24 degrees Celsius (no other heat dissipation methods), the test is performed at
method: the rated speed. The motor torque reaches temperature balance under the condition of a temperature rise of 60
degrees Celsius, and the long-term working point is the rated torque value of the motor.

Suzhou Micro Actuator Technology Co., Ltd.//M B-23/24
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%% Series Name
EPS-RH

EBHLEFR Motor Simplified Name

RH-25

-

#4558 Single Encoder + CAN BUS

B3 #R528 Off Axis Encoder
E)S Actuator Full Name ¥a17/3E48 % With Brake/Without Brake 431388 Encoder
EPS-RH-25-100-C-N-S N (without brake) Single Encoder
EPS-RH-25-100-C-B-S B (with brake) Single Encoder

* 1. ARERBYTSZFEESREE, The standard motor can support both brake or without brake.
* 2 FEREBAREMKINEE, MEIPSHEITEHIELZRIHE, The standard motor no IP protection. If need IP54 please contact salesman before order.
* 3. FE MR B A ZIFCAN BUS, The standard motor only support CAN BUS communication.

I R~%& % B Installation Drawing
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I Fﬁ:%ﬁ Product Parameters

BUIELL Gear ratio - 100
N EJE Input Voltage % 48
2 #% No Load Speed RPM 30
ZEHEA No Load Current A 1.61
FEHEE Rated Speed RPM 25
EE 4548 Rated Torque N.m 108
EMEIN R Rated Power w 400
ZE B Rated Current A 16
IE{EH%E Peak Torque N.m 157
I&{E 837 Peak Current A 23.2
BB E# Back-EMF Constant Vdc/Krpm 4.89
5 E £ Torque Constant N.m/A 0.07
£ B FH Phase Resistance Q 0.23
£% B/ Phase Inductance mH 0.3
R3TEL Pole Pair - 10
&% 5. 3 Phase Connection = Y
ks Backlash Arcsec <20
828 B I O Encoder Type&interface - ABS-17bit
EEENIFE Repeat Position Accuracy Degree <0.01
1B Communication = CAN BUS
E = Weight (N) Kg 23
&= Weight (B) Kg 2.82
#5454 Insulation grade - F

*EUEHBENIRSGE: ENREERK24E (TEMBASX) T, AOEHETHETUE, BNAEEEFT0ERMETREREFE, of
KB TIE R Az B A EAE R,
* Rated torque test When the ambient temperature is 24 degrees Celsius (no other heat dissipation methods), the test is performed at
method: the rated speed. The motor torque reaches temperature balance under the condition of a temperature rise of 60
degrees Celsius, and the long-term working point is the rated torque value of the motor.
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%7%& Series Name =
EPS-RH

EBHLEFR Motor Simplified Name

RH-32 A

® e
& ]

#4558 Single Encoder + CAN BUS

B3 #R528 Off Axis Encoder
E)S Actuator Full Name ¥a17/3E48 % With Brake/Without Brake 43528 Encoder
EPS-RH-32-100-C-N-S N (without brake) Single Encoder
EPS-RH-32-100-C-B-S B (with brake) Single Encoder

* 1. ARERBYTSZFEESREE, The standard motor can support both brake or without brake.
* 2 FEREBAREMKINEE, MEIPSHEITEHIELZRIHE, The standard motor no IP protection. If need IP54 please contact salesman before order.
* 3. FE MR B A ZIFCAN BUS, The standard motor only support CAN BUS communication.

I R~%& % B Installation Drawing
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I Fﬁ:%ﬁ Product Parameters

BUIELL Gear ratio — 100
N EJE Input Voltage % 48
2 #% No Load Speed RPM 20
R No Load Current A 3.9
FEHEE Rated Speed RPM 18
EE 4548 Rated Torque N.m 150
EMEIN R Rated Power w 700
ZE B Rated Current A 20
IE{EH%E Peak Torque N.m 229
I&{E 3% Peak Current A 33.44
R B E % Back-EMF Constant Vdc/Krpm 6.28
HEE%L Torque Constant N.m/A 0.09
£ B FH Phase Resistance 0 0.08
£% B/ Phase Inductance mH 0.13
R3$44 Pole Pair - 10
#E£ A = 3 Phase Connection = Y
&8 Backlash Arcsec <20
828 B I O Encoder Type&interface - ABS-17bit
EE ENIFEE Repeat Position Accuracy Degree <0.01
#f57 0 Communication = CAN BUS
E 2 Weight (N) Kg 43
E= Weight (B) Kg 47
#8455 45 Insulation grade - E

*EUEHBENIRSGE: ENREERK24E (TEMBASX) T, AOEHETHETUE, BNAEEEFT0ERMETREREFE, of
KB TIE R Az B A EAE R,
* Rated torque test When the ambient temperature is 24 degrees Celsius (no other heat dissipation methods), the test is performed at
method: the rated speed. The motor torque reaches temperature balance under the condition of a temperature rise of 60
degrees Celsius, and the long-term working point is the rated torque value of the motor.
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