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All-in-one direct-drive module
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Professional - Reliable - Innovative
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RMD-L SERIES NAMING CONVENTIONS

H SERIES DIVERSIFIED APPLICABLE SCENARIOS

HZF & T ERITS i a

SHEZFR: RMD (Reducer Motor Drive)
Brand Name R-Reducer M-Motor D-Drive

HEER P =R

H Stands For The Hollow series

SOREFEES flan: 50 90F
50 Represent Motor Model Number e.g: 50 90 etc

h=HAE 10

Hollow Shaft Inner Diameter 10
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E{EAR C:CANbus R:RS485 E:Ethercat
Communication C: CAN bus R: RS485 E: Ethercat

130 For example

AFEAEEA BE RMD-H-90-10-C
Humanoid robots ;
18 RMD: SpEg
H: h =R
90: HES
10: h AR
C: CAN bus &{=
Model RMD-H-90-10-C

lllustrate RMD: Brand Name

H: Output shaft series

90: Represent Motor Model Number
10: Hollow Shaft Inner Diameter

C: Communication C: CAN bus

FUZEHZEA AGVEEEREZE ARU #1288 AR

Quadruped robots AGV smart truck AR Robofics
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RMD-H

H-50

B 4380 22 Single Encoder

BY= Actuator Full Name B Communication

RMD-H-50-12-C

R~% % B Installation Drawing
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RMD-H-50

CAN
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?:': ﬁ:%ﬁ Product Parameters

FEERAFR Iltem Name

& B /& Nominal Voltage

€ 7% Nominal Current

> = B# B 37 Highest instantaneous current
ZREIN R Rated power

@157z Communication

FEH%E Nominal Torque

= B E%E Highest instantaneous torque
B E X 8 Effective speed range
BaEEENMHEE Highest repeatability

B KR Maximum rotational speed

#8E3 A Phase resistance

88 B /&% Phase to Phase Inductance
B E & Motor weight

Mﬁd\ﬂﬂ:ﬁ%&”ﬁéﬂ&ﬁﬂﬁﬁa

RPM

uH
kg

3x $2.90 V1
%

H-50
24
0.8
4(<10s)
19.2
CAN
0.3
0.9(<10s)
10-300
0.1
600
1.83
201
0.19
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B 437022 Single Encoder
B E Actuator Full Name {550 Communication
RMD-H-90-22-C CAN
R~TZ% B Installation Drawing
39
5x M4-6H VT 4
44 _9.80_ 1.50 ?3307 4
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) § 9 g
\ 4x M4-6H T 5 Eﬁ
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Fﬁ:%%ﬁl Product Parameters
AR ltem Name H-90
& & Nominal Voltage v 24
EE B Nominal Current A 18
fx = B2 BY BB/t Highest instantaneous current A 9(<10s)
EEIN XK Rated power W 43.2
B15/A L Communication CAN
FREH4E Nominal Torque N.M 0.8
= BB %E Highest instantaneous torque N.M 2.4(<10s)
B EER X8 Effective speed range 10-300
BeEEENMHEE Highest repeatability 0.1
B KH3® Maximum rotational speed RPM 500
#HELPH Phase resistance Q 1.06
#BI8/ B8 & Phase to Phase Inductance uH 770
B E & Motor weight kg 0.48
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